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Thermostat 
This duct heater is provided with an indirect capillary thermostat which measures the 
outgoing air temperature. This thermostat is adjustable from 50 to 300 degrees 
Celsius but should not be set above 200 degrees Celsius. The thermostat has an 
automatic reset. The thermostat is not switching off the heating elements directly. 
This should be done by an external relay. 
 
Limiter 
This duct heater is provided with an indirect maximum thermostat, the limiter. This 
limiter is fixed at 260 degrees Celsius and measures the outgoing air temperature. 
The limiter is not switching off the heating elements directly. This should be done by 
an external relay. The limiter has to be reset by hand, by pressing the red button. 
 
Protection 
The limiter is to protect the heating elements and the outgoing air temperature, but 
should never trip under normal circumstances. Before reset the limiter be sure that 
the source of tripping is solved. Possible sources of tripping are too low airflow or 
excessive incoming air temperature. 
 
Installation 
The installation of the heater on the electric network should only be done by qualified 
people and following the local regulations and directives.  
 
Operation 
The minimum airflow over the heater is 2 m/sec.  Before switching on the heater be 
sure the airflow is above the minimum airflow. After switching off the heater the 
minimum airflow should be present for a few minutes to discharge the heat energy in 
the heating elements. 
 
Maintenance 
Depending on the amount of dust and dirt this heater should be cleaned periodic. 
Specially the heating element should be clean, otherwise they cannot transfer the 
heat to the air and will be overheat. Using an air filter on the inlet side of the heater is 
recommended. 
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